
VOLT HERTZ AC/DC PHASE AMP

EXAMPLE

EUROPE
230 V 50/50 AC 1 2,6

EXAMPLE

EUROPE
400 V 50/60 AC 3 2,6

EXAMPLE

USA
208 V 50/60 AC 3 4,5

LANE PAIR

PER CIRCUIT
WIRE SIZE

BREAKER

SIZE

EXAMPLE

EUROPE
1 12 GAUGE 16A

EXAMPLE

EUROPE
2 12 GAUGE 16A

EXAMPLE

USA
2 12 GAUGE 20A

Switch® International Bowling Ekipmanları A.Ş.
Tekeli  İTOB Organize Sanayi Bölgesi Ekrem Demirtaş Cd. No: 44, 35477   Menderes / IZMIR / TURKIYE

Tel     : +90 232 799 03 44     Fax    : +90 232 799 03 45     www.switchbowling.com

GROUND SUB PANEL WIRES PER CIRCUIT

400 VAC

3 PHASE

208 VAC

3 PHASE

5 WIRE

(L1 - L2 - L3 - N - PE)

5 WIRE

(L1 - L2 - L3 - N -PE)

230 VAC

1 PHASE

3 WIRE

(L1 - N - PE)

5 WIRE

(L1 - L2-L3-N - PE)

CIRCUIT REQUIREMENTS - STRING PINSETTER LANE PAIR >> CUSTOMER RESPONSIBILITY

STRING PINSETTER
POWER & CIRCUIT REQUIREMENTS

POWER REQUIREMENTS - STRING PINSETTER LANE PAIR >> CUSTOMER RESPONSIBILITY

CIRCUIT REQUIREMENT

5 WIRE

(L1-L2-L3 - N - PE)

3 WIRE

(L1 - N - PE)


